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DESIGN SPECIFICATIONS 

 Photon Lite (3x1.5) Photon Lite (4x2) 

Nominal Sheet Size 3,000 x 1,500 mm 4,000 x 2,000 mm 
Max. Cut Length (x) 3,100 mm 4,100 mm 

Max. Cut Width (y) 1,550 mm 2,050 mm 

Max. Cut Height (z) 100 mm 100 mm 

Cutting Table Height 750 mm 750 mm 

Max. Workpiece Weight 1,060 kg 1,880 kg 

Max. Acceleration 1 g 1 g 

Max. X-Y Vector Speed 70 m/min 50 m/min 

Repeatability ± 0.05 mm ± 0.05 mm 

Positional Accuracy ± 0.05 mm ± 0.05 mm 

Cutting Head Precitec Thunder Precitec Thunder 

Machine Access Front & Sides Front & Sides 

LiveNest® - - 

LiveControl® ✔ ✔ 

LiveGuard® Anti-Collision ✔ ✔ 

IRIS® Live Monitoring ✔ ✔ 
 

POWER SPECIFICATIONS 

 Photon Lite (3x1.5) Photon Lite (4x2) 

Input Voltage 230 V, 1 Ph, 50 Hz, PE + N 
415 V, 3 Ph, 50 Hz, PE + N 

230 V, 1 Ph, 50 Hz, PE + N 
415 V, 3 Ph, 50 Hz, PE + N Input Current 9.1 A 12 A 

Input Power 2.0 kVA 2.8 kVA 

Recommended Protection 16 A 16 A 

Recommended Cable Size 2.5 mm2 3-Core Flexible Control 
Cable 

2.5 mm2 3-Core Flexible Control 
Cable  


